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API MONOGRAM AND LICENSE 

The American Petroleum Institute (API) plays a very important role in 

governing the safety and quality of oilfield equipment. The  API 

Monogram and License are as important to the Oil and Gas Industry 

as the ISO 9001:2000 certificate. Both carry their own separate 

requirements for being qualified suppliers of quality equipment.  

Kingsa is a qualified supplier of API 6A equipment and thereby 

licensed to monogram completion equipment. License # 6A-0904  
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DRILLING PRODUCTS    
 

CASING HEADS 
 

 
 

Introduction: A casing head is the first component to be set up on the surface 
casing string. The casing head supports the rest of the wellhead components and  
eventually, the tree.  
 
Casing head functions:  

• Provides the first attachment to the surface casing string. 
 
• Supports the blowout preventer while drilling for the next string. 

 
• Allows for testing of the blowout preventer while drilling. 

 
•  Housing for slips and packing assemblies.  

 
• Allows suspension of intermediate and production strings of casing. 

 
• Side outlets for annular access. 

 
FEATURES 

• C22 bowl which accepts a C-22, C-122 automatic sealing casing. 
 
• hanger or C-21 non-automatic sealing casing hanger. 

 
• Bottom prep can either be slip on and weld or threaded. 

 
• Side outlets can either be threaded line pipe or threaded  with 

studded outlets.. 
 

• Also available in C-29. 
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DRILLING PRODUCTS     
                                                                                              

    CASING HEADS       

 

 

TOP 
FLANGE 

PRESSURE 
RATING 

BOTTOM 
BOWL A B C D 

              
9 2000 8 5/8 16 1/2 9 57/64 8 8 3/4 
9 3000 8 5/8 16 1/2 9 57/64 8 8 3/4 
9 5000 8 5/8 16 1/2 9 57/64 8 8 3/4 
              

11 2000 8 5/8 16 1/2 9 57/64 8 10 7/8 
11 3000 8 5/8 16 1/2 9 57/64 8 10 7/8 
11 5000 8 5/8 16 1/2 9 57/64 8 10 7/8 
              

11 2000 9 5/8 16 9  3/16 9 10 7/8 
11 3000 9 5/8 16 9  3/16 9 10 7/8 
11 5000 9 5/8 16 9  3/16 9 10 7/8 
              

11 2000 10 3/4 16 9  3/16 10 10 7/8 
11 3000 10 3/4 16 9  3/16 10 10 7/8 
11 5000 10 3/4 16 9  3/16 10 10 7/8 
              

13 5/8 2000 11 3/4 17 9  3/16 11 13 1/2 
13 5/8 3000 11 3/4 17 9  3/16 11 13 1/2 
13 5/8 5000 11 3/4 17 9  3/16 11 13 1/2 

              
13 5/8 2000 13 3/8 17 12 1/2 12 1/2 13 1/2 
13 5/8 3000 13 3/8 17 12 1/2 12 1/2 13 1/2 
13 5/8 5000 13 3/8 17 12 1/2 12 1/2 13 1/2 

              
16 3/4 2000 16 18 10 1/2 15 1/4 16 5/8 
16 3/4 3000 16 18 10 1/2 15 1/4 16 5/8 
16 3/4 5000 16 18 10 1/2 15 1/4 16 5/8 
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DRILLING PRODUCTS    
 

CASING SPOOL 
 

 
 
 
Introduction: A Casing Spool is the Second or third component being mounted 
in the wellhead system. This spool has a flanged connection for mounting on the 
casing head or casing spool. The top bowl accommodates a casing hanger. The 
bottom bowl has a pack-off seal. The side outlets allow for annular access.   
 
Casing Spool functions:  

• Controlled bore in top bowl for hanger seal. 
• Bottom bore pack-off seal with test port. 
• Allows for testing of the blowout preventer while drilling. 
•  Housing for slips and packing assemblies.  
• Allows suspension of intermediate and production strings of casing. 
• Side outlets for annular access. 

 
 
FEATURES 

• C22 bowl which accepts a C-22, C-122 automatic sealing casing 
hanger or C-21 non-automatic sealing casing hanger. 

• Bottom prep can either be slip on and weld or threaded. 
• Side outlets can either be threaded line pipe or threaded  with 

studded outlets.  
• Also available in C-29. 
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DRILLING PRODUCTS    
 
 

         

 

 CASING SPOOLS  
 

 

 

 
 

 

BOTTOM 
FLANGE & 

WP 

TOP 
FLANGE & 

WP 
BTM CSG 

SIZE A B C D 

              
11"- 3 K 11"- 3 K 7     23    13 1/2 10 7/8 6 3/8 

              
11"- 5 K 11"- 5 K 9 5/8 23 3/4 14    10 7/8 6 3/8 

              
13 5/8"- 3 K 11"- 3 K 8 5/8 23 1/2 12    10 7/8 8     

              
13 5/8"- 3 K 11"- 3 K 9 5/8 23 1/2 12    10 7/8 8     

              
13 5/8"- 5 K 11"- 5 K 8 5/8 26 1/2 12    10 7/8 8     

              
13 5/8"- 5 K 11"- 5 K 9 5/8 26 1/2 12    10 7/8 8     

              
13 5/8"- 5 K 13 5/8"- 5 K 9 5/8 26 1/2 12    10 7/8 9     

              
13 5/8"- 5 K 11"- 10 K 9 5/8 26 1/2 13    10 7/8 9     

              
16 3/4" - 3 K 11"- 5 K 9 5/8 27    13 1/4 10 7/8 10    
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DRILLING PRODUCTS    
 

TUBING  HEADS 

 

 
 
Introduction: A tubing head is the top spool on a system. It serves the purpose 
of providing a load shoulder to support the tubing hanger or string. The tubing 
head is the last major component before installing an adaptor for the Christmas 
tree. 
 
Tubing head functions:  

• Has a load shoulder to support the tubing hanger. 
• Provides access to the annulus between the tubing string and the 

production casing. 
• Supports the BOP while the well is being completed. 
• Allows for testing of the BOP. 
• Side outlets for annular access. 
 
 

FEATURES 
 

• Straight controlled top bore to accommodate industry standard 
hangers. 

• Top c`bore to prevent hanger seal damage during installation.   
• SSO come with standard valve removal thread. 
• Standard high strength lock down screws. 
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DRILLING PRODUCTS   
 

 
 
 

 

 

 

TUBING  HEADS 

BTM FLG & WP TOP FLG & 
WP 

BTM CSG 
SIZE A B C D 

              
11" - 3 K 7" - 3 K 9 BL 21 3/8 10  1/4  7 6 3/8 

              
11" - 3 K 7" - 5 K 9 BL 24     11  3/4  7 6 13/16 

              
11" - 5 K 7" - 5 K 9 BL 24  9/16 11 13/16 7 6 13/16 

              
11" - 5 K 7" - 10 K 9 BL 24 5/8 11  1/2  7 6 13/16 

              
11" - 10 K 7" - 10 K 9 BL 24 3/4 11  9/16 7 6 13/16 

              
13 5/8" -3 K 7" - 3 K 7 5/8" 21 10  1/4  7 6 13/16 

              
13 5/8" -3 K 7" - 5 K 9 BL 21 1/2 11 13/16 7 6 13/16 

              
13 5/8" -3 K 11" - 5 K 10 3/4 21 12  1/2  10 7/8 10     
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TUBING HANGERS 

 
 
 
 
 
 
 
 
 
 
Kingsa also has expertise in the manufacturing tubing hangers for our 
customer’s line of hangers. Hangers are available in materials of your 
choice and coatings of your choice. 
 

ADAPTERS 
  

 
B-1 

FLANGE SIZE AND 
PRESSURE RATING 

TOP THREAD 
CONNECTION 

INTERNAL 
THREADS 

7 1/16"-3000 PSI 2 3/8" UP TBG 2 3/8" UP TBG 
7 1/16"-3000 PSI 2 7/8" UP TBG 2 7/8" UP TBG 
7 1/16"-5000 PSI 2 3/8" UP TBG 2 3/8" UP TBG 
7 1/16"-5000 PSI 2 7/8" UP TBG 2 7/8" UP TBG 

 

Note:  1) Additional sizes available upon request. 
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DRILLING PRODUCTS   ADAPTERS 
 

 

 
 

 

B-2 P 
BOT FLG SIZE 

AND PRESSURE 
RATING 

TOP SIZE AND 
PRESSURE 

RATING 
TOP THREAD 
CONNECTION

INTERNAL 
THREADS 

7 1/16"-3000 PSI 2 1/16"-5000 PSI 2 3/8" UP TBG 2 3/8" UP TBG 
7 1/16"-3000 PSI 2 9/16"-5000 PSI 2 7/8" UP TBG 2 7/8" UP TBG 
7 1/16"-5000 PSI 2 1/16"-5000 PSI 2 3/8" UP TBG 2 3/8" UP TBG 
7 1/16"-5000 PSI 2 9/16"-5000 PSI 2 7/8" UP TBG 2 7/8" UP TBG 

 

 

Note:  1) Additional sizes available upon request. 

2) Note: Adapters are available in AISI 4130, or equivalent, and AISI 

410 stainless.   
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DRILLING PRODUCTS   ADAPTERS 

 

 
 

B0-2 

BOT FLG SIZE AND 
PRESSURE RATING 

TOP SIZE AND 
PRESSURE RATING 

INTERNAL 
THREADS 

7 1/16"-3000 PSI 2 1/16"-5000 PSI 4" ACME 
7 1/16"-3000 PSI 2 9/16"-5000 PSI 4" ACME 
7 1/16"-5000 PSI 2 1/16"-5000 PSI 4" ACME 
7 1/16"-5000 PSI 2 9/16"-5000 PSI 4" ACME 

 

 

Note:  1) Additional sizes available upon request. 

2) Note: Adapters are available in AISI 4130, or equivalent, and AISI 

410 stainless.   
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DRILLING PRODUCTS    

COMPANION FLANGES 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

BOT FLG SIZE AND PRESSURE RATING THREAD CONNECTION 

1 13/16"-10000 PSI 2" LP 
1 13/16"-10000 PSI 2 3/8" EUE 8 RD 
2 1/16"-5000 PSI 2" LP 
2 1/16"-5000 PSI 2 3/8" EUE 8 RD 
2 9/16"-5000 PSI 2 7/8" EUE 8 RD 

 

Note:  1)   Additional sizes available upon request. 

2) Adapters are available in AISI 4130, or equivalent, and AISI 410 

stainless.   

3) Kingsa also offer blind flanges and test flanges at the customers 

request. 
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DRILLING PRODUCTS 

 

BASE PLATES 

 
 

Kingsa has a complete line of base plates for our line of casing 
heads. We can also provide our customers with and special size base 
plate to fit their needs. 
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DRILLING PRODUCTS 

  BASE PLATES 
 

 

 

 

 
 

 

CASING HEAD SIZE ø A 
  

9"-2000 PSI 16 1/2 
9"-3000 PSI 16 1/2 
9"-5000 PSI 16 1/2 

  
11"-2000 PSI 16 1/2 
11"-3000 PSI 16 1/2 
11"-5000 PSI 16 1/2 

  
13.5/8"-2000 PSI 17 
13 5/8"-3000 PSI 17 
13 5/8"-5000 PSI 17 

  
16 3/4"-2000 PSI 18 
16 3/4"-3000 PSI 18 
16 3/4"-5000 PSI 18 

  
20 3/4"-3000 PSI 21 

  
21 1/4"-2000 PSI 21 
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DRILLING PRODUCTS   
 
 
 

LOCK-DOWN SCREW ASSEMBLIES 

 
 

Kingsa has engineered a set of Lock Down Screw (LDS) assemblies to go 
with our Kingsa design Tubing Heads in the 7”-3K, 7”-5K and 7”-10K 
pressure ratings. The LDS assemblies can also be supplied for Bowl 
Protector applications upon request. Kingsa has many years experience in 
high volume production of LDS assemblies. Kingsa can manufacture your 
custom assembly in the material of your choice. 
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LOCK DOWN SCREWS 

 

 
 

 

TUBING HEAD SIZE AND 
PRESSURE RATING 

LDS PIN PART 
NUMBER 

GLAND NUT PART 
NUMBER 

      

7 1/16"-3000 PSI PLS - 10286 PLS - 10285 
      

7 1/16"-3000 PSI PLS - 10286 PLS - 10285 
      

7 1/16"-3000 PSI PLS - 10286 PLS - 10285 
      

 

Note: LDS assemblies are available in alloy steel and stainless steel, in any 

strength you require. Kingsa can also provide any coating you require.  
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DRILLING SPOOL INTRODUCTION 

Kingsa has many years experience manufacturing Different types of 

drilling equipment. We have supplied the industry with drilling spools, drilling 

spool adapters, drilling spool adapters and drilling flange adapter.  We also are 

qualified to manufacture RAM bodies. 

 
 

DRILLING SPOOL     ADAPTER SPOOL 
 

 
 

 
 
 

 
FLANGE ADAPTER   SPACER SPOOL
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DRILLING EQUIPMENT 

DRILLING SPOOLS 
 
 
 
 
 
 
 
 

 

DESCRIPTION  A B H W 
13 5/8"-10K w/2 - 4 1/16"-10K EFSO DRILLING SPOOL 13.63 4.06 32 35 

          

11"-10K w/2 - 4 1/16"-10K EFSO DRILLING SPOOL 11 4.06 28 32 

          

11"-5K w/2 - 4 1/16-5K EFSO DRILLING SPOOL 11 4.06 26 28 

          

13 5/8 5M w/2 - 4 1/16 5M EFSO 30" TALL DRILLING SPOOL 13.6 4.06 30 30 

          

7 1/16 10M w/2 - 2 1/1610M EFSO 18" TALL DRILLING SPOOL 7.06 2.06 18 24 

          

7 1/16 5M w/2 - 2 1/16 5M EFSO 18" TALL DRILLING SPOOL 7.06 2.06 18 24 

          
 

Note: Other sizes available upon request.
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DRILLING EQUIPMENT 

DRILLING SPOOL ADAPTERS 
 

 
 

DESCRIPTION  H B 
      

7 1/16 5K X 7 1/16 10K  ADAPTER SPOOL 16.00 7.06 
     

11 5K X 11 3K  ADAPTER SPOOL 28.00 11.00 
     

11 10K X 11 5K  ADAPTER SPOOL 28.00 11.00 
     

13 5/8 5K X 11 3K  ADAPTER SPOOL 28.00 11.00 
     

13 5/8 5K X 11 5K  ADAPTER SPOOL 28.00 11.00 
     

13 5/8 5 X 11 10K  ADAPTER SPOOL 28.00 11.00 
     

13 5/8"-10K X 11"- 5K  ADAPTER SPOOL 28.00 11.00 
     

13 5/8"-10K X 11"-10K  ADAPTER SPOOL 28.00 11.00 
     

13 5/8 10K X 13 5/8 5K  ADAPTER SPOOL 28.00 13.60 
 

Note: Other sizes available upon request. 
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DRILLING EQUIPMENT 

SPACER SPOOLS 
 
 
 
 

DESCRIPTION H Ø A 
7 1/16"- 5K X  7 1/16"-5K SPACER SPOOL SHORT 18 7.06 

7 1/16"- 5K X  7 1/16"-5K SPACER SPOOL MEDIUM 24 7.06 

      

7 1/16"-10K X  7 1/16"-10K SPACER SPOOL SHORT 18 7.06 

7 1/16"-10K X  7 1/16"-10K SPACER SPOOL MEDIUM 24 7.06 

      
11"- 5K X 11"-5K SPACER SPOOL SHORT 24 11 

11"- 5K X 11"-5K SPACER SPOOL MEDIUM 36 11 

11"- 5K X 11"-5K SPACER SPOOL LONG 48 11 

      
11"-10K X  11"-10K SPACER SPOOL SHORT 24 11 

11"-10K X  11"-10K SPACER SPOOL MEDIUM 36 11 

11"-10K X  11"-10K SPACER SPOOL LONG 48 11 

      
13 5/8"-5K X 13 5/8"-5KK  SPACER SPOOL SHORT 24 13.63 

13 5/8"-5K X 13 5/8"-5K  SPACER SPOOL MEDIUM 36 13.63 

13 5/8"-5K X 13 5/8"-5K  SPACER SPOOL LONG 48 13.63 
      

13 5/8"-10K X 13 5/8"-10K  SPACER SPOOL SHORT 24 13.63 
13 5/8"-10K X 13 5/8"-10K  SPACER SPOOL MEDIUM 36 13.63 

13 5/8"-10K X 13 5/8"-10K  SPACER SPOOL LONG 48 13.63 
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DRILLING EQUIPMENT 

 
FLANGED ADAPTERS 

 
 
 
 
 
 
 

 

DESCRIPTION Ø A Ø B H 

11"-5K X 11"- 3K  DRILLING FLANGE ADAPTER 23 11 4.68 

11"-10K X 11"- 5K  DRILLING FLANGE ADAPTER 25.8 11 5.6 

        

13 5/8"- 5K X 11"-3K DRILLING FLANGE ADAPTER 26.5 13.6 4.5 

13 5/8"- 5K X 11"-5K DRILLING FLANGE ADAPTER 26.5 13.6 4.5 

13 5/8"- 5K X 11"-10K DRILLING FLANGE ADAPTER 26.5 13.6 4.5 

        

13 5/8"-10K  X  7 1/16"-10K  DRILLING FLANGE 
ADAPTER 30.5 13.63 6.63 

13 5/8"-10K X 11"-5K DRILLING FLANGE ADAPTER 30.5 13.63 6.63 

13 5/8"-10K X 11"-10K DRILLING FLANGE ADAPTER 30.5 13.63 6.63 

13 5/8"-10K  X 13 5/8"- 5K DRILLING FLANGE ADAPTER 30.5 13.63 6.63 

        
 
Note: Other sizes available upon request 
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TREE COMPONENTS   CROSSES AND TEES 

 
 

 
 
 
 
 
 
 
 
 
Introduction: Tees and Crosses are one of the last component to be set up on 

the tree. The Crosses and Tees provide means to mount the wing valves and 

choke. The configuration also provides a platform to mount the Tree Cap, which 

is the last major component on the Christmas tree. 
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TREE COMPONENTS         

 

 

CROSSES AND TEES               
 

 

 

CROSSES   

DESCRIPTION RATING  DIM A DIM B 
      

3 1/8" RUNX 3 1/8" WING - 2K 4.5 4.5 
3 1/8" RUNX 3 1/8" WING - 3K 5 5 

2 1/16" RUN X 2 1/16" WING - 5K 4.5 4.5 
2 9/16" RUN X 2 1/16" WING - 5K 5 4.5 
2 9/16" RUN X 2 9/16" WING - 5K 5 5 
3 1/16" RUN X 2 1/16" WING - 10K 5.88 4.5 
3 1/16" RUN X 3 1/16" WING - 10K 5.88 5.88 
4 1/16" RUN X 3 1/16" WING - 10K 6.88 5.88 
4 1/16" RUN X 4 1/16" WING - 10K  6.88 6.88 

      

TEES    

DESCRIPTION /  RATING  DIM A DIM B 
2 1/16" RUN X 2 1/16" WING - 5K 4.5 4.5 
2 9/16" RUN X 2 1/16" WING - 5K 5 4.5 
3 1/8" RUN X 3 1/8" WING - 5K 5.5 5 

4 1/16" RUN X 4 1/16" WING - 5K 6.5 6.5 
2 1/16" RUN X 1 13/16" WING - 10K 4.38 4.38 
2 1/16" RUN X 2 1/16" WING - 10K 4.38 4.38 

2 9/16" RUN X 1 13/16" WING - 10K 5.12 4.5 
3 1/16" RUN X 3 1/16" WING - 10K 5.88 5.88 

4 1/16" RUN X 1 13/16" WING - 10K 6.88 4.5 
4 1/16" RUN X 4 1/16" WING - 10K 6.88 6.88 
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TREE COMPONENTS    

 
TREE CAPS 

 
 

 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 
 
Introduction: The Tree Caps are the lat component installed on the 

Christmas Tree. The Tree Caps provide access to the tree for service and 
monitoring. 
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TREE CAP ASSEMBLIES 

 
 
 
 

DESCRIPTION PRESSURE RATING

    
ASSEMBLY, TREE CAP 2 1/16"  W/2 3/8"THD 5000 PSI 

    
ASSEMBLY, TREE CAP 2 1/16"  W/2 3/8"THD 10000 PSI 

    
ASSEMBLY, TREE CAP 2 9/16"  W/2 7/8"THD 5000 PSI 

    
ASSEMBLY, TREE CAP 2 9/16"  W/2 7/8"THD 10000 PSI 

    
ASSEMBLY, TREE CAP 3 1/8"  W/3 1/2"THD 3000 PSI 

    
ASSEMBLY, TREE CAP 3 1/16"  W/3 1/2"THD 15000 PSI 

    
ASSEMBLY, TREE CAP 3 1/8"  W/3 1/2"THD 5000 PSI 

    
ASSEMBLY, TREE CAP 3 1/16"  W/3 1/2"THD 10000 PSI 

    
ASSEMBLY, TREE CAP 4 1/16"  W/4 1/2"THD 3000 PSI 

    
ASSEMBLY, TREE CAP 4 1/16"  W/4 1/2"THD 5000 PSI 

    
ASSEMBLY, TREE CAP 4 1/16"  W/4 1/2"THD 10000 PSI 

    
 

Note: Tree cap o-ring and snap wire available upon request 
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TREE COMPONENTS    
 

GATE VALVE BODIES 
  

 

 

 

 

 

 

 

Kingsa is a qualified supplier of API 6A gate valve bodies. We 

manufacture both open die and closed die valve bodies in sizes Ranging from  

1 13/16” – 5,000 PSI to 7”-20,000 PSI. Kingsa also manufactures gate valve 

bonnets, hand wheels, stems, gates and seats.   
 

 

PRODUCTION CHOKE BODIES 
 

 

 

 

 

 

 

 

 

Kingsa is a qualified supplier of API choke bodies. We can manufacture 

both open and closed die choke bodies. Sizes available upon request.  
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API REFERENCE CHARTS 
 

API Trim Chart    

Material Class Application Body, Ends and 
outlets and bonnets 

Pressure controlling 
parts, Stems& 

Mandrel Hangers 

AA General 
Service Carbon/Alloy Steel Carbon/Alloy 

Steel 

BB General 
Service Carbon/Alloy Steel Stainless Steel 

CC General 
Service Stainless Steel Stainless Steel 

DD Sour Service Carbon/Alloy Steel Carbon/Alloy 
Steel 

EE Sour Service Carbon/Alloy Steel Stainless Steel 

FF Sour Service Stainless Steel Stainless Steel 

HH Sour Service CRA's CRA's 
 

 

 

API 6A Testing 
Requirements    

COMPONENT PR1 PR2 (PR2) Annex F 

Hangers 
1 cycle from 
Min. to Max. 

load 

3 cycles from 
Min. to Max. 

rated load 

3 cycles from Min. to Max. load;3 
temperature cycles on the seals from top to 

bottom at high, low and ambient 
temperatures 

Valves 
3 open-close 
cycles at full 
differential 

WP 

200 open-
close cycles 

at full 
differential 

WP 

200 open-close cycles at full differential 
WP, including 160 cycles at ambient, 20 at 

the Max. temperature and 20 at the Min. 
temperature 

 


